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All penthouses and mechanical
equipment shall be placed in one enclosure,
same to harmonize with the main structure in
ar itectural character, material and color.
En osing walls from roof level shall be of
equal height and shall rise vertically to a
roof except as provided in Paragraph 3308,13.

3308.13 When consisting solely of mechanical
equipment, such equipment shall be fully enclosed
as prescribed in Paragraph 3308.12, except that
louver may be provided. A roof over a cooling
tower need not be provided when such tower is
located at or totally below the top of enclosing
walls.

3308.1 olely for the uses designated in this
section, an increase of all0 able floor area
ratio of not more than 0.37 hall be permitted.

3308.15 ocf structures shall not exceed one-
third of the total roof area for those districts
where there is a limitation on the number of
stories.

3308.16 In addition to the floor area ratio
allowed ub-section 330 .14, mechanical
quipment owned and operated as a roof structure
y a fixed right-of-way public mass transit

hall be permitted in addition to roof
structures permitted in Sub-section 3308.1 and
3308.2.

Before taking final action on a
the Zoning Administrator

have submitted the plan to the Director,
Planning Office for review and report.
report shall be returned within fifteen
of the date of submission unless a different
period has een provided by mutual agreement of
all parties involved.

Where impracticable because of operating
difficulties, size of building lot or other



or other condition relating to the uilding
urro~~d~ng  area which. would tend to m
compliance unduly restrictive, prohi

tly or ~nr~asonable~  the
Zoning Adjust ent is empowered to approve the
location. and esign of any or all of such
SJtXXCtU~E? even if such structure do not meet

material. of enclosing const sed if not
in accordance  with Par
the intent and purpose
materially impaired th
air of adjacent buildings  are not affected
adversely.

For the purposes of tbi
ing rules of interpretation

applicable:

In computing th floor area ratio of
a roof structure, the aggregate square footage
of all level or floors contained within a roof

suring 6.5 feet or more in height
luded in the total floor area ratio

permitted.

.32 Areas within curtain walls without
d where needed to give the appearance
tructure shall not be counted in floor

atio but will be co puted as a roof struc-
to determine if same complies with eetion

3308.33 or the adm tration of
mechanical 1 not incbu
equipment, radio, television or electronic equip-

of a type not neces ary to the operation of
uilding or structur

In the administration  of this section,
skylights, gooseneck exhaust ducts serving
kitchen and toilet ventilating ystems and
~ulmbing  vent stacks shall not be considered a
roof structures.
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3308.35 Roof structures less than four feet
in height above a roof or parapet wall will not
be subject to this section.

2. Add to the end of ParaaraDhs  320X.26, 420X.22,
403.3, 4503*6, 5201.23, "and 6201.23.the  foblbwing:

18 feet, 6
upon which

structures shall not exceed
inches in height above the roof
they are located.""
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